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ROLASHELF HEAVY DUTY START FRAME AND EXTENSION FRAME INSTRUCTIONS 

START FRAME  

A RolaShelf start frame (bay) can be a free standing bay positioned on the drivers or passanger side of any vehicle model. It is 
also the start frame (bay) you begin with if you are planning on having multiple bays joined together. 

E.g. RSSFR/HD/120/1539 
(RSSFR) -start frame   (HD) - Heavy Duity    (120) -120 series 1310ƳƳ όрмΦсέ) in length  (1539) 1539mm (6лΦрέύ Post heights 

 

 

Sample of end product  

EXTENSION FRAME 

Once a start frame is used you can use as many extension frames (bays) as required to grow your shelving down that side of the vehicle.  
                                                                              E.g. RSEFR/HD/80/1539  
(RSEFR) Extension frame  (HD) Heavy Duty   όулύ ул ǎŜǊƛŜǎ уфлƳƳ όорέύ ƛƴ ƭŜƴƎǘƘ      (1539) 1539mm όслΦрέύ Post heights 

    

    

Sample of end product 
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START FRAME COMPONENTS  

 
MAJOR COMPONENTS HD/120  HD/80 HD/40 

2006 or 1539 POSTS 4 4 4 

12 SERIES ANGLE BAR 1     

8 SERIES ANGLE BAR   1   

4 SERIES ANGLE BAR     1 

HD FOOT BRACKET 2 2 2 

HD TOP BRACKET 2 2 2 

HD RIGHT ANGLE BRACKET 2 2 2 
 

 

 
FASTENING EQUIPMENT START FRAME KIT  

INSTRUCTIONS  1 

SELF TAPPERS   4 

GUTTER BOLT    16 

NYLOC NUTS   16 

DOG HEAD SCREWS FOR SHELVES  48 

SHELF ALIGNING PLASTIC PLUG  x 8  8 
 

 
 

CANT RAIL ANCHOR FASTENERS START FRAME KIT  

HEAVY DUTY CANT RAIL HINGE   2 

CANT RAIL EXTENTION BRACKET 2 

BEHIND CANT RAIL BRACKET  2 

RSIB   1 

RSRB/CR2  2 

CANT RAIL & INERTIS BRACKET 
INSTRUCTIONS 

1 

GUTTER BOLT  8 

NYLOC NUTS  16 

SPRING WASHER 4 

BUTTON HEAD SELF DRILLING SCREWS  2 

GUTTER BOLT  13 

S/TAPER PAN PHIL 8 

PAN PHIL BOLT 2 
 

 

 

 

TOOLS REQUIRED 

 

Pilot Drill Drill bit with  Drill Stop Grinder  Measuring tape and marker Screw drivers 
3.5mm 

Rachet, sockets, 
spanner and 
wrenches 
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EXTENSION FRAME COMPONENTS  

 
MAJOR COMPONENTS HD/120 HD/80 HD/40 

2006 or 1539 POST 2 2 2 

12 SERIES ANGLE BAR 1     

8 SERIES ANGLE BAR   1   

4 SERIES ANGLE BAR     1 

HD  FOOT BRACKET 1 1 1 

HD TOP BRACKET 1 1 1 

HD RIGHT ANGLE BRACKET 1 1 1 
 

 

    

FASTENING EQUIPMENT EXTENSION FRAME KIT  

SELF TAPPERS 2 2 2 

GUTTER BOLT    8 8 8 

NYLOC  8 8 8 

DOG HEAD SCREWS FOR SHELVES  48 48 48 

SHELF ALIGNING PLASTIC PLUG  x 8  8 8 8 

 
 
 
 
 
 

 
 

    

CANT RAIL ANCHOR FASTENERS EXTENSION FRAME KIT  

HEAVY DUTY CANT RAIL HINGE   1 1 1 

CANT RAIL EXTENTION BRACKET 1 1 1 

BEHIND CANT RAIL BRACKET  2 1 1 

RSRB/CR2  
1 1 1 

GUTTER BOLT  4 4 4 

NYLOC  8 8 8 

SPRING WASHER 2 2 2 

BUTTON HEAD SELF DRILLING SCREWS  1 1 1 

GUTTER BOLT  7 7 7 

S/TAPER PAN PHIL 4 4 4 
 

 

 

TOOLS REQUIRED 

Pilot Drill Drill bit with  Drill Stop 
(sleeve) 

Grinder/ Cutter Measuring tape and 
marker 

Screw drivers 
3.5mm 

Rachet, sockets, 
spanner and wrenches 
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1: Measure vehicles 
internal height from 
floor to location on 
ŎŀƴΩǘ ǊŀƛƭκǘƻǇ ǾŜƘƛŎƭŜ 
rails lowest point. Cut 
vertical post to 
selected heights. Posts 
are cut down in 1 
мκонέ ƛƴǘŜǊǾŀƭǎ 
*Tip Cut at the top of 
the small hole 
Marker, Tape Measure 
and metal cutter 

 
 
 

 2: Assemble frames as required outside vehicle. Consider location of wheel arch, floor support &  
distance from cant rail.*Tip Add shelves & accessories once the frame is secured into the 
vehicle (Drill, ring spanner ςP3 screw driver bit) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

3: Fix Cant rail- refer to instruction page or download 
online (marker, drill, drill sleeve & punch) 
https://www.rolacase.com/Content/Documents/Cant-
rail-assemblies.pdf 
         
 

4: Transfer Assembled frames into vehicle and attach to cant rail.  

 
 

 

5: Secure frame base into floor of the vehicle (if necessary use gutter bolt and nylock nut under floor) 
*TIP-To ensure your frames are square and the correct distance apart, place your lowest shelf in with the plastic shelf 
aligners before you screw into the floor *Please be aware of what is under your vehicle 
 
 
 
 
 
 
 
 
 

Start Frame  Extension Frame  

Cut Here  
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6: Attach Inertia bracket to vertical posts and then to the rear of 
the vehicle wall ς This vibration (Inertia) strap will reduce the 
vibration within your vehicle.  

 

 

7a: Installing shelves - Position the shelves to desired 
heights using the plastic shelf aligners, fasten the 
shelves to the uprights using the supplied screws. 
The shelf is secured to the heavy duty upright using 4 
screws at either end (8 screws in total) 
 
 
 

 

7B: Installing the cabinet kits  
*Tip 2 x Cabinets are compatible with the 8 series racking and require 1 or 2 RSBAR/80 for support  
*Tip 1 x Cabinet can fit into the 4 series racking and doesnôt require an RSBAR 
 

 
 
 

 
 
 
 
 

  
 
 
 
 
 
 
 
 
 

 

Now is the time to go back and tighten all top mounting brackets. The Van Shelving Systems will now be securely anchored 
to the cant rail of the vehicle. 

 

2 X RSBAR/80  

The amount of screws required to install the 

cabinets will depend on the size of the cabinet. 

Plastic aligners 

can be used either 

way to line your 

shelves in desired 

location 
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